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ARTICLE 1.
ADOPTION OF CODES
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Section 15-104
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Section 15-101
State and National Codes Adopted

A. All Orders, Rules and Regulations of the Department of Commerce, as are set forth in the Wisconsin Administrative Code and from time to time as amended are hereby adopted. The most current legislatively enacted versions will be enforced.  This includes but is not limited to The Commercial Building Code, The Fire Prevention Code, The Electrical Code, and all Administrative Codes not listed.  The Fire Prevention Code (NFPA 1), The Life Safety Code (NFPA 101) and all the referenced standards are incorporated herein by reference and adopted as part of this Fire Code.  The most current available printed version of all NFPA Codes and Standards will be enforced.  The International Building Code and all associated documents are adopted by reference in their most current printed version.

B.
It shall be the duty of the Fire Chief and the chief’s authorized assistants to enforce all laws, orders, regulations and all other ordinances set forth in this chapter.

Section 15-102
Conflicting Provisions

In cases of conflict between local, state and national code provisions, the most restrictive provisions shall govern.

Section 15-103
North Shore Fire Department

The term “fire department” as used within this Chapter shall mean the North Shore Fire Department and the terms “fire chief” or “chief of the fire department” shall mean the chief of the North Shore Fire Department and the chief’s designees or authorized assistants.

ARTICLE 2

FIRE INSPECTIONS

Section 15-201
Duty and Authority of Chief ofFire Department

Section 15-202
Notice

Section 15-203
Right of Entry

Section 15-204
Investigation of Fires/Police Powers

Section 15-201
Duty and Authority of Chief of Fire Department

A.
It shall be the duty of the Chief of the Fire Department to inspect or cause to be inspected as often as may be necessary all buildings and premises except the interior of private dwellings for the purpose of ascertaining and causing to be corrected any conditions liable to cause fire, or any violations of the provisions of this code.

1. Whenever any such inspector shall find in any building or upon any premises combustible waste material or explosive matter, which is so situated as to endanger property, or shall find in any building or structure obstructions to or on fire escapes, stairs, passage ways, doors or windows liable to interfere with the operations of the Fire Department or egress of occupants in case of fire, the inspector may order the same to be removed or remedied.

2. Whenever any such inspector shall find any building or other structure that, for want of repairs, lack of sufficient fire escapes, automatic or other fire alarm apparatus, or fire extinguishing equipment, or by reason of age or dilapidated conditions, or from any other cause, is especially liable to cause or support fire and which is so situated as to endanger other property or the occupants thereof, and whenever such inspector shall find in any building combustible waste material, explosive matter or flammable conditions dangerous to the safety of such building or the occupants thereof, the inspector may  order such dangerous conditions or materials to be removed or remedied.

3.
If in any existing building or structure because of its use or occupancy additional exits are required or repairs to existing exits are necessary or where repairs to any structural part of such building or structure are required, the inspector will notify the Inspector of Buildings who may re-inspect such building or structure, thereafter instituting the proper remedies as may be required.

B. The Chief of the Fire Department is hereby empowered to order compliance with the regulations of this chapter and all other lawful orders or laws relating to fire prevention and fire protection in all existing buildings and structures.  Further, the 

Chief of the Fire Department is hereby empowered to close any building or structure and order it vacated whenever violations of any of the regulations of this chapter are found and are not corrected within the time stipulated by the Chief or the chief’s authorized representative.  Where the public is exposed to immediate  danger,  the Chief  is hereby  empowered to  order the  closing  and 


vacating of the building at once.   This section shall apply to all buildings, structures and premises in the Village of Shorewood.

C. The Fire Chief and the chief’s designees are authorized to issue citations for violations of this Chapter.

D.
The fee for third and subsequent inspections for the same violation or violations-shall be $30.00.

Section 15-202
Notice

A.
Any orders shall be provided in writing to the occupant and owner of the premises.  In case the owner or occupant of the premises cannot be found, such written order shall be affixed in a conspicuous place on the entrance door to such building or structure or on the premises.  Thereafter a copy-of such order shall be mailed to the owner and occupant addressed to their last known post office address.  It shall be unlawful for any person to remove such affixed notice without the written consent of the Fire Chief.  

B.
Any such order shall forthwith be complied with by the owner and occupant of such building, structure, or premises.  The owner or occupant may within 24 hours appeal to the Fire Chief for a review of such order, and who shall thereafter as soon as possible file his decision.  Unless such order is revoked or modified by the Chief of the Fire Department, it shall remain in full force and be complied with within the time fixed in said order.

Section 15-203
Right of Entry

A.
The Chief of the Fire Department, or any fire inspector, may, at all reasonable hours, enter any public buildings, public structures, or enter upon any public premises or portions thereof, for the purpose of routine preventative inspections, in order to ascertain whether conditions exist which are liable to cause fire, or whether any violation of any law or order relating to fire hazards or fire prevention exists or has occurred.  The owner, agent, or occupant of any such public premises who refuses to permit or prevents or interferes with any entry into or upon the public premises by such fire inspector, or interferes with any such fire inspection, shall be deemed guilty of violating this section.

B.

The Chief of the Fire Department, or any fire inspector, may, at all reasonable hours, enter any buildings, structures, premises or areas in the Village of Shorewood, or portions thereof, with the consent of the owner or the owner’s authorized agent, for the purpose of routine preventative inspection, in order to ascertain whether conditions exist which are liable to cause fire or whether any violation of any law or order relating to fire hazards or prevention of fires, exists or has occurred.  No consent is needed in case of an emergency.

C.

Without consent, and in cases other than emergencies, the Chief of the Fire Department, or in the chief’s absence, the officer in charge of said department, shall obtain a warrant from the Municipal Justice of the Municipal Court of the Village of Shorewood, or from any judge of a court of record in Milwaukee County, prior to entering any building, structure, or premises or any portion thereof, other than those portions open to the public, in accordance with Sec. 66.0119, Wis.  Stats., for the purpose of inspection as referred to in Subsection B hereof.

Section 15-204
Investigation of Fires/ Police Powers
A.
The Fire Department may investigate the origin and cause, and circumstances of fires occurring in the Village by which property has been destroyed or damaged and, so far as possible, determine whether the fire is the result of carelessness or design.  Such investigations may begin immediately upon the occurrence of such a fire, and if it appears to the officer making such an investigation that such fire is of suspicious origin, the Chief of the Fire Department shall be immediately notified of the facts.  The Chief shall notify the proper authorities designated by law to pursue the investigation of such matters and shall further cooperate with the authorities in the collection of evidence and in the prosecution of the case.  A member of the Fire Investigation Team in charge of such fire shall file a written report of damage associated with every fire in a timely manner.  It shall contain a statement of all facts relating to the origin and cause and circumstances of such fire and other information as may be required.

B.

The Village Attorney and any other department of the Village, upon request of the Fire Chief, shall assist in the investigation of any fire that, in the chief’s opinion, is of suspicious origin.

C.
The Fire Chief or officers in command at any fire are hereby vested with full and complete police authority.  Any officer of the Fire Department may cause the arrest of any person failing to give the right-of-way to the Fire Department in responding to a fire.

D.
The Fire Chief or officers in command may prescribe certain limits in the vicinity of any fire within which no persons, excepting firefighters and police officers and those admitted by order of any officer of the Department, shall be permitted to enter.

E.

The Fire Chief or officers in command shall have the power to cause the removal of any property whenever it is deemed necessary and prudent for the preservation of such property or to prevent the spread of fire or to protect any adjoining property.  During the progress of any fire they shall have the power to cause the removal of all wires or other facilities and the turning off of all electricity or other services where the same impedes the work of the Department during the progress of a fire.

ARTICLE 3

FIRE PREVENTION

Section 15-301
Connection to Water System - Required Fire Hydrants

Section 15-302
Automatic Sprinkler Systems 

Section 15-303
Fire Extinguisher Systems

Section 15-304
Pre and Post Construction Procedures and Requirements

Section 15-305
Waste Material

Section 15-306
Oily Waste and Materials

Section 15-307
Burning Materials

Section 15-308
Carrying Fires and Open Flame Lights and Devices

Section 15-309
Smokers 

Section 15-310
Fuel Storage

Section 15-301
Connection to Water System - Required Fire Hydrants

A.
It is the intent of this section to insure an adequate water supply for fire fighting purposes to structures or buildings that are located on private property at extended distances from Village hydrants.

B.

All buildings or parts thereof to be used for residential or commercial must be fully equipped with all necessary plumbing and piping for water and sewer service and the same shall be connected adequately with Village water and sewer systems.

C.
Any building hereafter erected or structurally altered to increase the floor area by 50% or more, shall provide, at the owner’s expense, an approved water hydrant when such building is set back more than 150 feet from a Village hydrant.   Hydrants shall be freestanding and shall be installed not more than 50 feet nor less than 25 feet from the building.  One hydrant shall be located at the main entrance to such building.  Additional hydrants shall be provided around the perimeter of the building so that no hydrant is more than 250 feet from any other approved hydrant measured by normal access routes.  All such hydrants shall be incorporated as part of a grid water main system connected from two or more water mains.

D.
An approved water hydrant shall mean a water hydrant connected to the Village water mains and such hydrant shall have a four and one-half inch discharge connection.  The connecting water line between the Village water mains and the approved water hydrant shall not be less than eight inches.  All water hydrants shall be approved by the Chief of the Fire Department or the chief’s designee, and shall be installed in compliance with the standards of the Village Water Department.  All water hydrants shall be installed in such a manner and location so as to be accessible at all times to the Fire Department.

Section 15-302      Automatic -Sprinkler Systems

A.
Intent.  The intent of this section is to provide a standard means for the automatic extinguishing of fires in buildings that, because of their size, construction or occupancy or lack of suitable protective equipment, constitute a special fire hazard to life or property.

B. Definitions.  For the purpose of this section, the following definitions shall be applicable:

1. Approved.  As applied to automatic fire sprinkler systems, means the approval of equipment and installation by the North Shore Fire Department applying recognized national fire codes and industry testing standards as to manufacture and installation.  All sprinkler installations shall be installed to the appropriate NFPA standard.  The edition of that standard shall be the most current printed edition unless specifically identified otherwise. The Authority Having Jurisdiction shall provide all local approvals.

2. Area.  The entire space within the surrounding exterior walls not to include vent shafts or courts.  For purposes of calculating egress, 2-hour walls meeting the design of horizontal exits can be used to limit area.

3.
Authority Having Jurisdiction (AHJ).  As used in this Code and in all NFPA documents shall mean the Chief of the North Shore Fire Department or the chief’s designee.  The AHJ shall be responsible for the enforcement of the Fire Code as well as approving all sprinkler and fire alarm plans. 

4.
Automatic Fire Sprinkler Equipment.  A system of piping connected to a water supply or other recognized suppression agent provided with approved automatic fire sprinklers and/or devices so arranged and located as to discharge water or other recognized suppression agent automatically to control or suppress a fire.

5. Basement.  That portion of a building or structure that is partially or completely below the level of exit discharge.  

6.
Sub-basement.  Any level below a basement.  This level is entirely below grade.

7.
Classes of Construction.  The classes of construction referenced are set forth in the International Building Code.



a.
Type I

A or B




b.
Type II
A or B




c.
Type III
A or B



d.
Type IV
HT



e.
Type V
A or B

8.
Existing Occupancy.  All buildings or portions of buildings occupied at the time this code is adopted.  

9.
Governing Authority.  The governing authority shall mean the Village of Shorewood.  The Village of Shorewood shall determine what items it wants to control by permit, establish the procedures for plan reviews, establish fees, as well as the steps that will be followed for non-compliance or appeals.


10.
Occupancy Definitions.  The following are the occupancy classifications and their definitions that will be used to determine the building, structure or tenant use of any given space.  The following are referenced from the International Building Code.



a. 
Assembly:



Group  A-1
Assembly uses with seating for the production or viewing of motion pictures or viewing performing arts




Group  A-2
Assembly uses intended for the consumption of food or drink




Group  A-3
Assembly uses intended for worship, recreation or amusement (Uses not classified elsewhere in Group A)




Group  A-4
Assembly uses intended for viewing indoor sports events with spectator seating




Group  A-5
Assembly uses intended for participation in or viewing outdoor activities



b. 
Business:



Group  B
The use of a building or portion thereof for office, professional or service type transactions



c. 
Educational:



Group  E
The use of a building or structure for educational purposes by 6 or more persons at any one time through the 12th grade

Day Care used for the education, supervision or personal care of more than 5 children over the age of 2 ½ shall be part of this group.



d. 
Factory and Industrial:




Group  F-1
Factory or Industrial uses which pose a moderate hazard (All uses not fitting the F-2 category)





Group  F-2
Factory or Industrial uses that involve the fabrication or manufacturing of noncombustible materials and the processing or packaging of the finished product does not pose a significant fire hazard 



e. 
High Hazard:




Group  H-1
Buildings or structures that contain materials that pose a detonation hazard




Group  H-2
Buildings or structures that contain materials that present a deflagration hazard or hazard from accelerated burning




Group  H-3
Buildings or structures that contain materials that readily support combustion or present a physical hazard




Group  H-4
Buildings or structures that contain materials that contain materials that are health hazards




Group  H-5
Semiconductor fabrication facilities and comparable research and development



f. 
Institutional:



Group  I-1
Buildings or structures or portions thereof housing more than 16 persons on a 24 hr. basis because of age, mental disease or other reasons live in a supervised residential care environment (persons in this group can respond to emergencies without physical assistance)




Group  I-2
Buildings or structures or portions thereof used for medical, surgical, psychiatric, nursing or custodial care on a 24 hour basis of 5 or more persons not capable of self preservation

A facility that provides childcare on a 24 hr. basis to more than 5 children 2 ½ years of age or less or part of this group.




Group  I-3
Buildings or structures or portions thereof that are inhabited by more than 5 persons who are under restraint or security.  Persons in this group are usually incapable of self-preservation because of security measures




Group  I-4
Buildings or structures or portions thereof occupied by persons of any age who receive custodial care for less than 24 hrs. by persons other than family in a place other than the home of the person being cared for.



g. 
Mercantile:




Group  M
Buildings or structures or portions thereof for the display and sale of merchandise (involves stocks of goods, wares of merchandise incidental to such purposes and accessible to the public. 



h. 
Residential:



Group  R-1
Residential occupancies where the occupants are primarily transient (less than 30 days)




Group  R-2
Residential occupancies containing more than 2 dwelling units where occupants are permanent in nature




Group  R-3
Residential occupancies are permanent in nature where buildings do not contain more than 2 dwelling units or adult or childcare facilities that provide accommodations for 5 or less persons of any age for less than 24 hrs.




Group  R-4
Residential occupancy buildings for Residential Care/Assisted Living for more than 5 but not more than 16



i. 
Storage:



Group  S-1
Moderate hazard storage 




Group  S-2
Low hazard storage of noncombustible items (can be on combustible pallets)



j. 
Utility and Miscellaneous:



Group  U
Covers all buildings and structures not covered in any other occupancy chapter

C.
Where Required.  An Approved automatic fire sprinkler system shall be installed and maintained per the requirements of The Life Safety Code, NFPA 101.  Where conflicts arise between this section and any other code section, the most restrictive requirements shall apply.  Nothing in this section shall apply to one and two family dwellings.


1. 
Special Structures and High-Rise Buildings:




a. 
Open Structures (Occasional Occupants) provide automatic, manual or other protection or other protection that is appropriate for the hazard







b. 
Towers (Occasional Occupants) provide automatic, manual or other protection or other protection that is appropriate for the hazard




c.
Water-Surrounded Structures (Occasional Occupants) provide automatic, manual or other protection or other protection that is appropriate for the hazard



d. 
Piers Protection dependent on use of pier.





e. 
Vehicles and Vessels Where immobile - check specific occupancy use chapter 
 for requirements

f. 
Underground and Windowless Structures Approved automatic sprinkler system (occupant load of 50 or more)



g. 
High-Rise Buildings Protected throughout by an approved automatic sprinkler system 



h. 
Permanent Membrane Structures Portable fire extinguishers



i. 
Temporary Membrane Structures Portable fire extinguishers



j. 
Tents Portable fire extinguishers



2.
 Assembly 
Throughout buildings with assembly occupant load of 300 or 





more





Throughout the story containing the assembly occupancy





Throughout all stories below the story containing the 





assembly use

In cases where the assembly use is located below the level of exit discharge, than all intervening stories including the level of exit discharge

3. Educational: All levels below the level of exit discharge


4. 
Day Care:
Check size for special requirements.


5.
Health Care:
Buildings containing Health care occupancies – throughout


6. 
Ambulatory Health Care:
Check Occupancy Chapter



7.
 Detention and Correction Occupancies:


a. Use Condition I

Check Occupancy Chapter



b. Use Condition II

Throughout



c. Use Condition III

Throughout



d. Use Condition IV

Throughout



e. Use Condition V

Throughout


8. 
Lodging or Rooming House:
Throughout


9. 
Hotels and Dormitories 

Throughout


10. 
Apartment Building: 

Throughout


11. 
Residential Board and Care Occupancies: Throughout


12. 
Mercantile Occupancies: Throughout if:




(a.) 
All mercantile occupancies 3 or more stories in height




(b.)
All mercantile occupancies exceeding 12,000 sq. ft in gross area




(c.)
Stories below the level of exit discharge where such stories have an area exceeding 2,500 sq. ft. us for the sale, storage, or handling of combustible goods and merchandise 


13.
 Business Occupancies: 
Check Occupancy Chapter




14. 
Industrial Occupancies: 




a. General Industrial (check size and use)



b. Special Purpose (check special processes or equipment for additional



protection requirements)




c. High Hazard – Throughout


15. 
Storage Occupancies: Special provisions for certain types of storage uses.

D.

Hazardous Properties or Special Concerns.  Throughout every building which by reason of its construction or the highly combustible nature of its occupancy involves a severe hazard to the life of its occupants or, in the judgment of the authority having jurisdiction, constitutes a fire hazard which by its very nature may more directly affect adjoining properties.

E.
How Installed.  All required fire extinguishing and fire alarm systems shall be installed in accordance with current editions of the National Fire Protection Association, hereinafter referred to as "N.F.P.A." Fire Protection Code or Codes, or other standards, which substantially meet or exceed N.F.P.A. standards as approved by the Fire Chief.

F. Maintenance.  The owner or occupant of a building or structure containing any required automatic sprinkler system shall maintain that system in an operative condition at all times which includes periods where the building may not be occupied.  The occupant of the building shall notify the Fire Chief immediately in case the sprinkler protection is rendered out of service for any reason.  All sprinkler systems shall be tested to meet the requirements of NFPA 25.  A person(s) or company holding testers credentials issued by the State of Wisconsin shall perform the tests.

SECTION 15-303 Fire Extinguisher Systems

A.
Automatic Fire Extinguisher Cooking Systems


1.
Definitions.  For the purposes of this section, the following definitions shall be applicable.



a.
ACCEPTED means all provisions of this section have been complied with and have been approved in writing by the Fire Department.



b.
APPROVED AUTOMATIC FIRE EXTINGUISHING SYSTEM means a package unit as listed by the Underwriters Laboratories Inc. (or other nationally recognized testing laboratory) “fire’ protection equipment list” in effect at the date of installation, for the extinguishing of fires in hoods, filters and ducts used for the ventilation of cooking equipment, or a system individually designed to the appropriate applicable standard. 



c.
COOKING EQUIPMENT means ranges, ovens, broilers, deep fryers, grills and other cooking appliances or devices designed for use in preparing food.

d. DUCT SYSTEMS means metal enclosures or pipes attached to the hood and leading to the outside for the purpose of venting and dissipating cooking vapors and residues.



e.
ESTABLISHMENT means a building or portion of a building, room, public or private, where food is prepared for consumption by customers either on or off he premises, patients, members or inmates of such building.  Included in this definition are schools, churches, hospitals, nursing homes, lodges, hotels, motels, cafeterias, restaurants, food kitchens and places of detention.



f.
HOOD means the portion of the cooking equipment usually installed above the cooking equipment and designed for the primary collection of cooking vapors and residues, constructed of materials listed and approved for that use.

g. PACKAGE UNIT means a complete automatic fire extinguishing system as designed by the manufacturer, listed by a testing organization and installed in compliance with the manufacturer’s instructions and recommendations.  Systems designed for individual installation by competent authority and approved by the Fire Department shall be deemed to be in compliance with this section.

2. Where Required

a. A hood and duct system shall be installed in any restaurant, and over all other equipment used for frying, cooking and similar preparation of food in all establishments, shall be equipped with or have immediately available, an approved automatic fire extinguishing system designed for manual and automatic operation, or with a system approved by the Fire Department which will safeguard the premises, occupants and frequenters thereof.



b.
All establishments affected by the requirements of Subsection ‘a.’ hereof shall comply with the requirements of this subsection.  All new installations shall comply before the Building Inspector shall grant a certificate of occupancy.

3. Installation Requirements

a. All equipment shall conform to the appropriate NFPA Standard.  The equipment shall be either a “package unit” as listed in the Underwriters Laboratories, Inc., "Fire Protection Equipment List," for the extinguishment of  fires in hoods,  filters, and ducts  used for 

ventilation of restaurant cooking equipment or a system individually designed ("engineered systems") to the applicable NFPA standard for the type of extinguishing equipment. A manual actuation control, which is accessible to kitchen personnel, shall be provided.  The control shall be located near the hood not more than five (5) feet above the floor, readily accessible and not obstructed by cabinets or any other objects, permanent or temporary that would affect a persons ability to see the device.  Instructions on operation of the manual control system shall be posted.  A visual indicating device shall be provided and so located that at any time it can readily be 

determined if the system’s extinguishing agent has discharged.  An automatic fuel shut-off device shall be provided on all gas-fired appliances.

b. No fuel shut-off device is required for electric appliances except electrically operated deep fat fryers.  The installation shall conform to NFPA #96, "Ventilation of Cooking Equipment. “Package units” shall be installed in conformance with the limitations in the Under-

writers' Laboratories, “Fire Protection Equipment List” as established by tests for the various unit sizes and nozzle arrangements.  In the ventilating system all areas that are enclosed or partly enclosed shall be protected, including areas behind filters, ductwork, including in some cases fresh air intakes, and enclosed air intakes ahead of filters.  All hood systems shall be engineered regardless of size.

c. Cooking surfaces that are open or partly open shall be protected, including range tops, fat fryers, open broilers, griddles, etc.  Fully enclosed devices, such as ovens, enclosed broilers, coffee urns, etc. may require protection check listing.  At least one nozzle shall be installed for each fat fryer. Cylinders containing the extinguishing agent shall not be mounted in a concealed space.  Cylinders shall be readily accessible for inspection and servicing.



d.
Protection of ducts shall be within the limitations of a single system; multiple systems cannot be used.  Ducts, which exceed the limitation of a single system, must be protected by engineered systems or the ducts replaced with ducts, which are within "package systems" limitations.  Where no hoods are installed and cooking protection is provided, detector links with heat deflectors shall be located in the same relative position as if a hood was provided.  One link shall be provided for each cooking appliance.



e.
Plans.  A dimensional drawing or sketch showing the hood and ducts and the extinguishing system shall be prepared together with a form showing the size of the hood and ducts, the area of the protected surface, the model, size and number of package units, the size and length of piping, the number and type of fittings and the number of nozzles and distance of nozzles above the cooking surface, if protected.


4.
Maintenance Requirements.  All extinguishing systems shall be inspected and maintained at least semi-annually by a factory authorized representative, and the unit shall have a Certification Tag of the inspection which shall be attached to the extinguishing agent.

SECTION 15-304
Pre and Post Construction Requirements

A.
Access for Fire Fighting

1. Access for use of heavy fire-fighting equipment shall be provided to the immediate job site at the start of construction and maintained until all construction is completed.

2. Free access from the street to fire hydrants, and to outside connections for standpipes, sprinklers or other fire extinguishing equipment, whether permanent or temporary, shall be provided and maintained at all times.  No material or construction shall be placed within ten feet of such hydrants or connections, nor between it and the centerline of the street.


3.
During building operations, free access to permanent, temporary, or portable first aid fire equipment shall be maintained at all times.

4. In all buildings over 50 feet in height, at least one stairway shall be provided in usable condition at all times.  This stairway shall be extended upward as each floor is installed.

5.
Arrangements shall be made so that firefighters will have access to the premises when called to a fire.

B.
Supervision and Watch Service

1. A capable person having the necessary authority shall be placed in charge of fire protection.  That person’s responsibilities shall include maintenance and location of fire protective equipment, general supervision of safeguards and location of salamanders or portable heating

equipment, and the establishment and maintenance of safe cutting and welding operations.


2.
No owner or occupant of any building or any person or corporation engaged, either as a contractor, worker or in any other capacity, in any work upon any building, shall maintain a fire in any building within this Village in a stove, salamander, or other similar contrivance without having some person at all times present in such building to attend such fire unless a fire-proof substance is at all times maintained immediately under such stove, salamander or other similar contrivance and unless the same is connected with the outside of said building by means of a noncombustible pipe or chimney in such manner that all of the smoke the and gases arising from such fire are conducted directly to outside of said buildings.

C.
Cutting and Welding Operations
A permit system, to be administered by the Fire Department shall be used for cutting and welding operations on the job site under the supervision of the construction superintendent or the person in charge of fire protection.  This permit system shall be applicable to subcontractors’ personnel as well as the contractors.  A permit shall not be issued until:

1. It has been determined that cutting and welding can be safely conducted at the desired location;

2. Combustibles have been moved away or safely covered; and


3.
A fire watchman with extinguisher is posted for the duration of the work, and for 30 minutes thereafter, to see that sparks or drops of hot metal do not start fires.

D.
Fire Stopping


1.
Concealed Spaces.  In the construction of new buildings or structures involving structural or substantial alterations amounting to more than 50 per cent of the assessed valuation of the building or structure, any concealed space in which materials having a flame-spread rating greater than Class A are exposed, shall be effectively fire-stopped as hereinafter provided with materials approved by the Fire Department.



a.
Every interior and exterior wall and partition shall be fire-stopped at each floor level, at the top story ceiling level and at the level of support for roofs.



b.
Every unoccupied attic space shall be subdivided by fire stops into areas not to exceed 3000 sq. ft.



c.
Any concealed space between the ceiling and the floor or the roof above shall be fire-stopped for the full length of the space along the line of support for the floor or roof structural members and if necessary, to be determined by the Fire Department, at other locations, to form areas not to exceed 1000 sq. ft. for any space between the ceiling and the floor, and 3000 sq. ft. for any space between the ceiling and the roof.

Section 15-305
Waste Material

A. No owner or owners, agent or occupants of any buildings situated within the Village shall allow any waste paper, hay, straw, rags, or other waste material of combustible nature to accumulate or to remain in any building or on any premises more than 24 hours unless stored as provided in Paragraph D.

B. The Chief of the Fire Department may order the immediate removal of such accumulated combustible waste material from any building or premises when in his opinion such storage would create a fire hazard.  Ashes, when kept in basements in buildings under this section, shall be placed in fireproof tins, areas or containers.

C. Every person who violates the provisions of this section shall be deemed guilty of a separate offense for every 24 hours such violations shall continue and shall be subject to a separate penalty for each and every offense.

D.
Combustible cuttings, disposal of waste, cloth, paper, or other waste combustible  work, and shall be stored in a separate fireproof storage building, or in a metal container with cover or in a metal lined box with cover or in a fireproof vault or room.

Section 15-306    Oily Waste and Materials

A. Oily waste and oily rags, when not in actual use, during the day, shall be kept in approved, standard, self-closing metal waste cans, set firmly on three-inch legs.  One such waste can, shall be installed for every 2,500 sq. ft. of floor area, on each floor, where oily waste or oily rags are used.  The contents of all such waste cans shall be destroyed, burned or removed from the building at the close of each day’s work.

B. Sweeping compounds within buildings shall be kept and stored in covered metal drums or containers.

C. Sweepings shall be immediately burned or deposited in approved metal receptacles.

D. Oily or greasy clothing shall not be allowed to remain on wooden floors or work benches, nor placed in wooden lockers, or hung against wooden walls or partitions.  All such items shall be stored in a properly listed storage locker or container.

E.
It shall be unlawful for any owner or occupant of any building or premises to store or permit the storage in any building or on any premises any loose or baled hay, straw, hemp, flax, tow, shavings, sawdust or any other combustible materials of like nature.

Section 15-307     Burning Materials

A. It shall be unlawful for any person to burn or cause to be burned, any combustible materials in any structure or building, in a manner other than approved by this code or state law or to burn such combustible materials in any street, alley or yard in the Village of Shorewood within 100 feet of any building, except those uses permitted in NFPA 1 (cooking only).

B. Whoever handles burning materials in a highly negligent manner is subject to the penalties hereinafter enumerated.

C.
Burning material is handled in a highly negligent manner if, under the circumstances, the person should realize that he creates an unreasonable risk and high probability of death or great bodily harm to another or serious damage to another’s property.

Section 15-308    Carrying Fires and Open Flame Lights and Devices

A. No persons shall carry, keep or maintain any fire in, through, or upon any public thoroughfare or premises, except within an approved, closed, secure pan, vessel or vehicle.

B. No open flame candles or other open flame fixture, whether equipped with a guard or not, shall be used in any place of assembly, except within duly constituted church or lodge buildings.  Such open flame candles or other flame fixtures, whether equipped with a guard or not, shall not be used in auditoriums of church or lodge buildings, except when such candles or fixtures are actually held by persons seated, standing, or in procession in such auditorium.  Such candles or fixtures need not be held by persons in the auditorium if they: are securely supported on noncombustible bases and the flame is at least seven feet above the floor; are so located as to avoid danger of ignition of combustible material; are under constant observation and supervision by a responsible person designated for each aisle; are kept lighted only when necessary during the ceremony or ritual; and are extinguished before the occupants leave the auditorium.

C. Open flame devices used for the warming of food may be used in restaurants and dining areas, provided such devices and their location are approved by the Fire Department.

D. Open flame devices may be used on stages where a necessary part of theatrical performances, provided adequate precautions, satisfactory to the Fire Department, are taken to prevent ignition of any combustible materials.

E.
The use of other open flame lights and devices, not herein regulated, may be permitted by the Chief of the Fire Department, or the chief’s designees, under such restrictions as in their judgment is necessary to avoid danger of ignition of combustible material or injury to persons.

Section 15-309       Smokers

Any person who by attempting to light or to smoke cigarettes, cigars, pipes, tobacco products of any type, or any smoking materials in any manner in which lighters or matches are employed, shall set fire whether willfully or wantonly or not to any bedding, furniture, curtains, drapes, house or any house hold furnishings or any part of a building shall be guilty of violating this section.

Section 15-310
Fuel Storage

A. The keeping or storing of fuel for internal combustion engines is prohibited within a dwelling or dwelling unit.

B.
Subject to the provisions of Subsection A hereof, the storage of more than ten gallons of fuel for internal combustion engines on any property in the Village, is prohibited, excepting such fuels stored in motor vehicle attached factory equipped tanks and filling station storage tanks.

ARTICLE 4

ACCESS TO ROOFS AND ATTICS

Section 15-401
Access to Attics and Roof

A. In every commercial or multi-family building and structure there shall be provided a permanent means of access to the attic or roof.

B. All attics and roofs of commercial and multi-family buildings and structures shall be accessible by means of a stairway or scuttle.  If the scuttle opening in the attic floor is provided in lieu of a stairway, the same shall be located in a public hallway situated below the attic floor and shall be provided with an approved fixed ladder or balanced stairway to such opening, securely anchored in place.

C.
Roof and ceiling scuttles of commercial and multi-family buildings and structures shall be at least two feet by three feet, and roof scuttles shall be located immediately above the attic stairway or ceiling scuttle or in a location approved by the Fire Department or the Building Inspector.  The roof scuttle cover shall be covered with non-combustible material and shall be held in place by means approved by the Fire Department or the Building Inspector.

ARTICLE 5

APPEALS

Section 15-501   Appeals

Any person aggrieved by any order or ruling of the Chief of the Fire Department, or any of the chief’s subordinate inspectors may appeal from such ruling to the Shorewood Board of Appeals.  Such appeal shall be in writing designating with particularity the relief which is sought and the remedy proposed and shall be submitted to the Village Clerk within 30 calendar days of the ruling, order or decision.  The fee for appealing in each case shall be $100.00. 

Section 15-502    Penalties

In addition to any other penalties assessed in this Chapter, any person violating any of the provisions of this chapter shall, upon conviction, be subject to a forfeiture of not less than $5.00 nor more than $2000.00, together with the costs of prosecution, and in default of the payment thereof, shall be imprisoned for a period of not less than one day nor more than 90 days, or until such forfeiture and costs are paid.  Each day that such violation is permitted to continue shall constitute a separate offense.








(Ord 1828, 1/21/2002)
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